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Product/Service 

Information  

   We have developed a unique approach to the 

pre manufactured panel industry, utilizing five 

strategies to make building with our product a 

ÃÌÅÁÒ ÄÅÃÉÓÉÖÅ ÃÈÏÉÃÅ ÆÏÒ ÔÏÄÁÙ{Ó ÂÕÉÌÄÅÒÓ* 

1. Cost competitive with traditional wood 

materials.  

2. High quality control by pre -assembly of wall 

panels in our plant. Panels are light weight 

and easy to handle.  

3. Provide a true R Value of 24 once wall 

system is complete.  

4. Energy efficient system which will reduce 

heating and cooling costs.  

5. Reduces your greenhouse gas emission and 

your ENVIRONMENTAL FOOTPRINT  

Summary 

The Evolution Of Energy Efficient Building 

PERFECT PANEL SYSTEM S LTD.  

BUILDING GREEN FOR 

 A BETTER   

TOMORROW  



Benefits of Panel Construction  

Materials  
 

  We have combined two outstanding build-
ing materials that produce a high strength 
and superior insulated wall.   
 

Steel Studs 
 

  Steel allows us to pre -assemble panels that 

ÄÏÎ{Ô ÓÈÒÉÎË( Ô×ÉÓÔ ÏÒ ÒÏÔ*  MÔÅÅÌ ÁÌÓÏ ÐÒÏÖÉÄÅÓ 

unprecedented strength that is unequaled by 

ÍÁÎÙ ÏÔÈÅÒ ÐÒÏÄÕÃÔÓ ÕÓÅÄ ÉÎ ÔÏÄÁÙ{Ó ÃÏÎ)

struction.  Steel studs that meet industry 

standards and are 100% recyclable and non 

combustible.  

 

 

 

 

EPS Foam 
 

  EPS foam is the most cost effective and 

efficient insulation product on the market 

today. EPS foam is inert and will not support 

mould, mildew or fungus growth. EPS foam 

is resistant to freeze/thaw and is 100% inert.  

Quality Control  
 

  We assemble our panels in a controlled envi-

ronment where we can produce unrivaled quality 

control.  Panels are built to within a sixteenth of 

an inch using assembly line techniques to insure 

each component of the panel is built to exact 

engineered standards.   

 

 

 

 

Insulation  
 

  The R -Value increases as outside temperature 

decreases.  Thermal transfer through steel stud is 

ÅÌÉÍÉÎÁÔÅÄ ÂÙ .z ÏÆ ÅØÔÅÒÉÏÒ ?JM ÆÏÁÍ*  ; NÒÕÅ L-

Value of 24 can be achieved with the completed 

wall system saving considerably on heating and 

cooling costs. EPS foam does not degrade over 

time, its R -Value remains constant for the life of 

the product.   

Features 
 

  Our panels have precut service raceways for 

electrical, communication and entertainment 

lines.  A two inch cavity for fastening backer 

boards for cabinets, fixtures and interior walls.  

Exterior strapping for fastening cultured stone, 

siding/cladding, and stucco.   

 

 

 

 

 

 

Installation  
 

  Since our panels were pre -assembled in our 

plant, there will be less waste and waste re-

moval from the site.  Our light weight pre -

manufactured panels can be erected by a two 

man crew assembling 20 to 30 linear feet of 

wall per hour.   This drastically cuts your con-

struction time and labor costs producing cost 

efficiency throughout the building project.   


